APCSymmetra LX 8kVA , AT B Z
16kVA N+1 |, #3 | 220/230/240V
= 480/400/415V , ERA T &

FEER

SYA8K16ICH

Main input voltage

220V R 148
400 V 3% 3 48
230V X# 148
240V XF 148
380 V X 3 48
415V 57 3 48

Other input voltage 220V
240V
380V
415V
Input harmonic distortion NF1%EHE AT
Cos phi 0.98
Efficiency at full load 1565...276 V
290...480 V 3:1

Input connection

1884 3-84 ( 1PH+N+G)
1 4% 584 (3PH + N + G)

Input frequency

45...65 Hz auto-sensing

Output voltage 220 VAC 1 #
230 VAC 14
240V AC 148
Other output voltage 220V
240V
Rated power in W 5600 W
Rated power in VA 8000 VA

Output connection

T4 3-wire (H N + E) for 1 zone(s)

Bypass type MEER (HFFS AT)
Crest factor Upto5:1

Harmonic distortion HEEDNTF 5%
Maximum configurable power in 16000 VA

VA

Maximum configurable power in 11200 W

w

Maximum output current 36 A

UPS topology b’

Waveform type E3ZR

Output frequency

202658H18H

47..63 Hz 5XARRL

60 Hz +/- 0.1 % 60 Hz #:#R{E TRE%
50 Hz +/- 0.1 % 50 Hz #:#{E TR %
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Battery type

HER R

Additional information

AR E 220, 23054240 MtEE

Extendable runtime

1

Included battery module 2

Empty battery slot 2

Typical recharge time 3 /pat
Battery life 3.5%
Battery charging power 574 W rated

Battery type

44 internal included

Control panel

SHRRERSSEHE

Emergency power off

<1:0)

Free slot

Preinstalled device

Network management card 2 with environmental monitoring - Schneider

Alarm Audible and visible alarms : prioritized by severity
UPS connectivity B0
ARy REE
TENMEEERFT 3
Color 2E
EicY
Height 937 mm
Width 483 mm
Depth 726 mm
Product weight 219.55 kg
Mounting location i)

Mounting preference

No preference

Mounting mode

Not rack-mountable

Two post mountable 0

USB compatible 13

Mounting mode -3

Provided equipment BERE
RN
REIEME
VakS il
Web SNMPEE £

Number of power module filled 2

slots

Number of power module free 3

slots

Additional specification

4kVA power increments

Redundant

=l

Range of product

Symmetra LX

Product or component type

Uninterruptible Power Supply ( 7 B8 23R )

Schneider

Electric
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Performance multiplier

Value multiplier

1

Size UPS version B
PRS2
B
Curve equation Efficiency
Curve fixed loss 0.0464
Curve load maximum 100 %
Curve load minimum 5%
Curve proportional loss 0.0238
Curve square loss 0.02

Curve test cond ID

NBHREHFEOME L, FAENETESERAFTER AN EEATEHLEE
EIEEXNERTERMHTHT,

Curve x-axis maximum 100 %
Curve x-axis minimum 0 %

Curve x-axis title Load
Curve x-axis unit Percentage
Curve y-axis maximum 100 %
Curve y-axis minimum 50 %
Curve y-axis title Efficiency
Curve y-axis unit Percentage
Graph display 1
Operating temperature note i3

UPS size L

2%

Ambient air temperature for 0...40 °C
operation

Ambient air temperature for -15...45°C
storage

Storage altitude 0...4572m
Relative humidity 0...95%
Storage relative humidity 0...95%
Acoustic level 62 dBA
Heat dissipation 3707 Btu/h
Operating altitude 0...10000 ft
BH

Tare power 200 W
BREN

BF1 BFERUXR PCE
N 1

a1 8E 118.1 cm
K1 KE 99.7 cm

202658H18H

Schneider

Electric



ak1: kKE 59.9 cm

BEER 236.82 kg

& RERRE

®E(A) 24

4 Schneider 202658H18H

Electric



) .
'. Environmental Data

EHERSFEESTHTRNERAEYF. EAERNE. BRERNEEEDRELMASMBEUERR, BEM RS0 T8 RHE
3, NT2I20505F KT TH K.

BRI HEA >
Use Better
< MRNa
Bl AR B 2
TERa%E &
B8 RoHS % BEBRRER
REACh %31 ESEENREBYEREACHEBEMNENBEER

Use Longer

O FHEE

E3t BE

Use Again

O EfaRNBHE
e LR ArTESR

14 TXHF

202648A18H Scléneider s

Electric


https://www.schneider-electric.cn/zh/about-us/sustainability/environmental-data-program/
https://www.schneider-electric.cn/zh/about-us/sustainability/environmental-data-program/
https://www.schneider-electric.cn/zh/about-us/sustainability/environmental-data-program/
https://www.schneider-electric.cn/zh/about-us/sustainability/environmental-data-program/
https://www.schneider-electric.cn/zh/about-us/sustainability/environmental-data-program/
https://www.schneider-electric.cn/zh/about-us/sustainability/environmental-data-program/
https://download.se.com/files?p_Doc_Ref=SYA8K16ICH_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=SYA8K16ICH_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=SYA8K16ICH_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=SYA8K16ICH_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29

	产品参数表

